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  C. Plug in HEATER: Locate 4 different 15‐amp or 20‐amp circuits (not 

just 4 different outlets) for each plug of the heater.  You may need to use 

nearby hallways, bathrooms or addiƟonal rooms to achieve this. We 

provide you with 4 extension cords to help with this. See below for help 

with circuit breakers.  

  D. Plug in FANS: All fans (black power cords) can be plugged into any available outlet 

(they do not need their own circuit). 

Step  1: Read the Heat Treatment Instruc ons (found on our website) 
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  B. Posi on Fans: Place the fans so that a current of heated air flows 

in a circular moƟon. You can use the walls to help propel the air as needed.  

Please make sure nothing is touching the heater or the fans once they are 

turned on. Also, please make sure no electronics are directly in front of the heater. 

It is common for there to be many 

outlets on one circuit. It is IMPERATIVE 

that you find 4 outlets that are each 

connected to their OWN circuit breaker 

and then plug in the 4 heater cords (blue 

extension cords provided) into those 4 

outlets. 

In the picture of the circuit breaker 

panel on the right, you will noƟce 

that there are many circuit 

breakers. Each one of those 

circuits provides power throughout 

your living area. Your panel should 

be labeled on the inside of the 

door like shown in the picture (red 

and white sƟcker) so that you 

know which rooms are powered by 

which circuit breaker. 

Step  2: Heater & Fan Prep 

  A. Posi on Heater: Point heater at the place in the room where 

there is the highest concentraƟon of bed bugs (typically the head or foot of 

the bed). 
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Step 5: Cool Down  

  Once the room has been heated to the proper temperature for the desired Ɵme (at 

least 12 hours), the heaters and fans can be shut off (shut heater off first).  DO NOT LEAVE THE 

HEATER ON WITHOUT THE FAN RUNNING. It is best to allow the room to cool down slowly in 

order to reduce damage to items/furniture that could be damaged if rapidly cooled.  You will 

want to stay out of the treatment area for several hours aŌer the heater is turned off.  

Step 4: Monitor the Room 

  You will have an infrared laser spectrometer pistol that will show you the temperature 

of objects in the room.  Take readings every few hours unƟl the 

objects reach the temperature of at least 120° F.  Make sure to check 

the corners of the room as well as any other areas that are farthest 

from the heater.  Check the temperature of drawers and closets and 

in between the maƩress and box springs. Once you see readings of 

120° F in the hardest to reach spots, conƟnue to treat for a minimum 

of 12 more hours. YOU DO NOT WANT TO RUSH THIS!  Typical 

treatment Ɵme from start to finish can take up to 24 hours. 

Step 6: Addi onal Precau ons 

  Once the room has been cooled, wash the linens on high heat and then dry on a full 

high heat cycle as an extra precauƟon. 
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Step 3: Star ng the Equipment 

  1. Make sure that all equipment is plugged in ALL THE WAY to ensure conƟnued heat.  

All the lights on the equipment and ends of the extension cords should be lit.   

  2. Turn on the standalone fans.  Then turn on the fan on the 

heater (the green switch) and then the heater (the red switch).  The 

heater is preset to 135‐140°F.   This should be sufficient to treat your 

room. DO NOT LEAVE THE HEATER ON WITHOUT THE FAN RUNNING. 


